
ASTM C 36 CANCELS: 
DATE: 

B-3 
l/15/69 

·/ 

PRODUCING PLANiS: Long Beach, Antioch, Seattle, Jacksonville, and Delanco 

Long 
Core Formula: (Pounds/MSF) Beach Antioch Seattle 

Jack­
sonville Delanco 

Board Stucco (S-1 & S-2) 1250-1400 1250-1400 1250-1400 
I 

1250-1450 1250-1450 

Paper Fiber 

Glass Fiber 

(B-G-1) 

(B-G-1) 

7-12 

0-1 

Starch (RM-B-11) 7-10 

Dextrase 

Styrene 
Foaming Agent 

Lignin 

.End Trim 

(RM-B-3) 

(B-G-1) 
(B-G-1) 

(B-G-1) 

(B-G-1) 

Potassium Sui fate (B-G-1) 

Retarder (B-G-1) 

Hydrated Lime (RM-P-3) 

Boric Acid 

0-3 

0-1 
0.2-1.4 

1.5-3.0 

20-35 

0-2.0 

None 

0-0.5 

None 

7-12 

0-1 

7-10 

0-3 

0-1 

0.2-1.4 

2.5-3. 5 

10-35 

0-2.0 

0-0.5 

0-0.5 

None 

7-12 

0-1 

7-10 

0-3 

0-1 

0.2-1.4 

5.0-7.0 

20-35 

0-2.0 

None 

0-0.5 

None 

7-12 

0-1 

7-10 

0-3 

0-1 

0.2-1.4 

2.5-3.5 

20-35 

0-2.0 

None 

0-0.5 

0-2 

7-12 

0-1 

7-10 

0-3 

0-1 

0.2-1.4 

5.0-7.0 

20-35 

0-2.0 

None 

0-0.5 

0-2 

II 

Paper Liners: Manila and Grayback Paper 

OPERATING SPECIFICATIONS: (Refer to Process Bulletin B-G-2 for General Specifications)! 

All Plants 

l. Slurry Setting Time, minutes 2-4.5 

2. Wet Slurry Waigh! (pounds/cu. ft.) 68-78 Delanco & Jacksonville 

3. Wet Compressive Strength (psi) ?00-400 150-250 
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